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S2 - Mixer Placement in Furniture

S2 Mixer Weights and Boxed Dimensions

117mm

505mm 521mm 565mm

180mm

23mm

10mm

Mounting Holes 5mm Diameter
  196mm  S2-5
  387mm  S2-10 577mm  S2-15

768mm  S2-20
958mm  S2-25

1149mm  S2-30

Woodwork
Front Edge

506mm

40mm
276mm

7°

Woodwork
Rear Edge
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Woodwork
Rear Edge Solutions Single Mixer Furniture Package Showing an 

S2-25 Mixer.

S2 Placement in Cut-Out  
Viewed from Above

S2 Mixer  
Viewed from Side Profile

Notes: Weights are approximate and based on a mixer chassis loaded with channels.

							       Gross 	 Gross	 Nett	 Nett
Mixer	 Width	 Width	 Depth	 Depth	 Height	 Height	 Weight 	 Weight	 Weight	 Weight
Type	 (cm)	 (inches)	 (cm)	 (inches)	 (cm)	 (inches)	 (kg)	 (lbs)	 (kg)	 (lbs)
S2-30	 137cm	 53.9”	 70cm	 27.6”	 45cm	 17.7”	 36kg	 79lbs	 34kg	 75lbs
S2-25	 100cm	 39.4”	 70cm	 27.6”	 45cm	 17.7”	 33kg	 73lbs	 31kg	 68lbs
S2-20	 100cm	 39.4”	 70cm	 27.6”	 45cm	 17.7”	 30kg	 66lbs	 28kg	 62lbs
S2-15	 100cm	 39.4”	 70cm	 27.6”	 45cm	 17.7”	 27kg	 59lbs	 25.5kg	 56lbs
S2-10	 60cm	 23.6”	 70cm	 27.6”	 45cm	 17.7”	 24kg	 53lbs	 22.5kg	 50lbs
S2-05	 60cm	 23.6”	 70cm	 27.6”	 45cm	 17.7”	 21kg	 46lbs	 19.5kg	 43lbs
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S2 - Power Supply

S2-PSU Power Supply

The S2-PSU is a 2U high rack-mount 
unit, which supplies power to the entire 
range of S2 mixers. A lead with a special 

S2-PSU  Front Panel.

S2-PSU Back Panel.

S2-PSUS Dual Power  Supply Switcher

The S2-PSUS is a passive power switcher 
which takes the power feeds from 	
2 x S2-PSU units and switches between 
them in the event of failure. Two trailing 
leads 0.5m in length connect to 2 x S2-PSU 
units. With LED failure indicators and GPI 
alarms, the S2-PSUS is the perfect dual 
redundant power supply module.

S2-PSUS  Front Panel.

S2-BI Bus Interlink Cable

This is used to connect two S2 chassis so 
that they can function as one mixer. 	
Note that a maximum total of 30 channels 
is allowed in a split mixer configuration.

Input/Output Impedances
Mic Input:	 > 1k5Ω electronically balanced

Mono Line Input:	 > 20kΩ electronically
	 balanced
Stereo Line Input:	 > 20kΩ electronically 	 	
	 balanced

PGM & AUD Output:	 < 75Ω electronically balanced
Mono Output:	 < 75Ω electronically balanced

Monitor Outputs:	 < 75Ω unbalanced
AES Input/Output:	 110Ω

S/PDIF Input/Output:	 75Ω
BNC Wordclock input:	 50Ω

Input/Output Gain Range
Mic Input:	 Preset pot +13dB to +66dB ref	 	
	 -50dBu, TRIM pot ±12dB

Mono Line Input:	 Preset pot -6dB to +10dB ref
	 0dBu, TRIM pot ±12dB
Stereo Line Input:	 Preset pot -6dB to +10dB ref 	 	
	 0dBu, TRIM pot ±12dB

Telco Input:	 Preset pot -6dB to +10dB ref 	
	 0dBu, TRIM pot ±12dB
Telco Output:	 Preset pot -6dB to +4dB ref 0dBu

Mix Minus Input:	 Preset pot -6dB to +10dB ref
	 0dBu, TRIM pot ±12dB
Mix Minus Output:	 Preset pot -3dB to +3dB ref 0dBu

Digital Input:	 0dBFS = +12dBu on input;
	 TRIM pot ±12dB allowing 0dBu
	 to +24dBu
Digital Output:	 0dBFS = +18dBu

Frequency Response
Mic Input:	 40Hz to 20kHz, -1dB,+0dB 	 	
	 (-3dB at 130Hz with HPF in)

Line Inputs:	 20Hz to 20kHz, - 0.5dB,+0dB
RIAA Input:	 30Hz to 16kHz ±1.5dB RIAA	
	 equalised

Noise (20Hz to 20kHz)
Mic Input E.I.N.:	 -129dB with 150Ω source

Stereo Inputs (fader 	 -89dB ref 0dB
down, no routing):	 	
Stereo Inputs (fader 	 -89dB	
down, one channel routed):   	

Stereo Inputs (unity	 -89dB	  
gain, no routing):	 	
Stereo Inputs (unity 	 -86dB	
gain, one channel routed):

Stereo Inputs (unity 	 -83dB
gain, two channels routed):	  	

Distortion
Total Harmonic 	 0.015% at 1kHz, 0dB	
Distortion:	 0.025% at 10kHz, 0dB

Crosstalk
Inter-channel:	 < -90dBu

Stereo:	 -90dBu at 1kHz

Equalisation
LF Shelving at 100Hz: 	 ±7dB

HF Shelving at 6.5kHz:	 ±7dB 

Range
Pan Range:	 Pot position: Fully clockwise, 	 	
	 centre, fully anti-clockwise; 	 	
	 Left: Off, 0dB, +3dB; 	
	 Right: +3dB, 0dB, Off 	 	
	 respectively.

Balance Range:	 ±6dB	 	

Common Mode Rejection Ratio
Mic Input:	 > 100dB at 70dB gain

Digital I/O
Sync Input Sample Rate: 	30kHz - 100kHz

Output Sample Rates  	
(Using Onboard Clock):	 32kHz, 44.1kHz, 48kHz, & 96kHz
(Using Sync Input):	 30kHz - 100kHz
Output Sample Width:	 16, 20, 24 bit

Output
Headphone 	 >45Ω, 400Ω	
Output Load: 	 recommended 	

Maximum Output 	 +26dBu balanced 
(Analogue):	 into 2kΩ or greater

Power
Power (S2-PSU):	 Filtered IEC, switchable 115V,	
	 230V, fused, 210Ω max.

Technical Specification

S2 is a new breed of radio 
broadcast mixer. Using the latest 
technology components, S2 offers 
digital audio quality with analogue 
reliability in a modular format. 
S2 has both digital and analogue 
input channels, together with 
simultaneous analogue and  
digital outputs.

“

“

Dimensions (S2-PSU)

(Raw):	 48cm (W) x 24.3cm (D) x 8.8cm (H)	
	 19” (W) x 10” (D) x 3.5” (H)	

(Boxed):	 51cm (W) x 41.5cm (D) x 17cm (H)
	 20” (W) x 16.3” (D) x 6.7” (H)

Weight (S2-PSU)

	 Nett: 6kg	 Gross: 7.8kg	
	 Nett: 13.2lbs	 Gross: 17lbs

9 pin D-Type socket on each end is used to 
connect the power supply to the S2-ODP 
PGM output channel on the mixer.

Four LED’s on the front of the unit indicate 
whether the power to the four voltage rails 
is being supplied correctly. 

Dimensions (S2-PSUS)

(Raw):	 48cm (W) x 23cm (D) x 4.4cm (H)	
	 19” (W) x 9” (D) x 1.7” (H)	

(Boxed):	 55cm (W) x 39.3cm (D) x 8.5cm (H)
	 21.6” (W) x 15.5” (D) x 3.4” (H)

Weight (S2-PSUS)

	 Nett: 1.58kg	 Gross: 2kg	
	 Nett: 3.5lbs	 Gross: 4.4lbs

S2-PSUS  Back Panel.

RCS® is a registered trademark of Radio Computer Systems Inc. VCS is a wholly-owned subsidiary of SciSys plc.
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